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SYSTEM IS RATED FOR CONNECTION TO A GROUNDED 125V BRANCH CIRCUIT.

MEETS OR EXCEEDS: - CSA 22.2 NO. 182.3
-CSA 22.2 NO. 2031

-

PANEI CUTOUT DETAIL

BRASS BLADE
BRASS GROUND PIN
BRASS GROUND TERMINAL (7) RETAINING CLIP
BRASS TERMINAL

WHERE "cc” REPRESENTS COLOUR CODE LE. "BK" IS BLACK

(5) MOULDED THERMOPLASTIC
(6) CERTIFIED WIRING MATERIAL

ACCEPTABLE MEANS FOR DISCONNECTING LUMINARIES
ACCEPTABLE FOR USE IN ENVIRONMENTAL AIR SPACES OTHER THAN DUCTS OR PLENUMS.

-UL 1977
-UL 183

LR 91749

125 Volt 20 Amp

CDN. PATENT - 1219307

U.S. PATENT — 4775802

ITEM

DESCRIPTION

PART#/POSITION

REMARKS

GREEN

1

GROUND

WHITE

2

NEUTRAL

WELECTEC

BLACK

3

LINE

100-5977 HAZELDEAN ROAD, OTTAWA, ONTARIO, CANADA K2S 1B9

TELEPHONE (613) 836-0300 FAX (613) 836-0391
TOLL-FREE (866) 233-5328 FAX (866) 933-1933
e-mail: support@electeconline.com
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